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 1. Plug-in cable termination kit , for gas-insulated switchgear 33 kV, XLPE power cables, single-core, stranded copper 

conductor size 240 mm2, with: 
Standard : DIN/VDE 0278 or equivalent 
Rated current : not less than 1200 A 
System voltage : 33 kV r.m.s. 
Highest voltage for equipment (Um) : 36 kV r.m.s. 
Rated lightning impulse withstand voltage (BIL) : 170 kV peak 
Conductor diameter : 18.40 mm 
Diameter over insulation : 36.10 mm 
Manufacturer's experience : not less than 5 years 
Complete with necessary installation materials, installation instructions, accessories and special tools for installation 
termination kit in item 1.1 (if any) 

 
2. Plug-in cable termination kit , for gas-insulated switchgear 33 kV, XLPE power cables, single-core, stranded copper 

conductor size 500 mm2, with: 
Standard : DIN/VDE 0278 or equivalent 
Rated current : not less than 1200 A 
System voltage : 33 kV r.m.s. 
Highest voltage for equipment (Um) : 36 kV r.m.s. 
Rated lightning impulse withstand voltage (BIL) : 170 kV peak 
Conductor diameter : 26.85 mm 
Diameter over insulation : 45.40 mm 
Manufacturer's experience : not less than 5 years 
Complete with necessary installation materials, installation instructions, accessories and special tools for installation 
termination kit in item 2.1 (if any) 

 
Note: 
1. The bidders have to quote the unit costs; and portion of each item shall not be considered. 
2. The bidders have to quote special tools (if any) their lists of quantities and itemized prices; PEA reserves the right to 

purchase the special tools by some or all of items, to adjust their quantities, or cancel them. 
3. The plug-in cable termination kits shall be furnished with auxiliary equipment and accessories not specified in these 

specifications, but necessary to complete the sound function 
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 4. The bidders have to submit the following data and details of plug-in cable termination kits for 1 1 5  kV XLPE cable 

with the bid: 
4.1 List of special tools (if any) 
4.2 Supplying list indicating type of plug-in cable termination kits, system voltage, name and country of customers 

and year of delivery 
4.3 Catalogue of the proposed plug-in cable termination kits 
4.4 Outline drawing with main dimensions of the proposed plug-in cable termination kits 
4.5 Installation instruction of the proposed plug-in cable termination kits 



ต.3กบญ.(จซ.)e-bidding009-2566

   1     1020160219  15 อนั

  2     1020160221     3 อนั

หมายเหตุ

1. กาํหนดส่งมอบที�แผนกคลงัพสัดุ การไฟฟ้าส่วนภูมิภาคจงัหวดัยะลา

2. กาํหนดส่งมอบภายใน 30 วนันบัถดัจากวนัที�ผข้ายลงนามในสญัญา 
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