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-On-load tap-changing power transformers for 115 kV
subtransmission substation

-Three-phase automatic voltage regulators (AVR) for 22 kV and 
33 kV 50 Hz distribution System 

- Single-phase and Three-phase transformers for 22 kV and 33 KV           
50 Hz distribution system with and without ability to withstand 
short circuit 

- Remote controlled switches for 22 kV and 33 kV 50 Hz distribution 
system 

- Solid dielectric three-phase automatic reclosers for 22 kV and                
33 kV 50 Hz distribution System  

- Automatic switching equipment for HV power capacitor Bank 
-Single-phase and Three-phase electromechanica and electronic 
energy meters

13 .3  Porcelain cable spacer with grip locks and High-Density 
Polyethylene (HDPE) cable spacers and snap-tie  
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Invitation to Bid No : -M-031-2567 

Specification No : RMTR-012/2559 
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(ADDENDUM) 

  

 (ADDENDUM)     
 

  (Type or Design tests)  
 

  

   

 
 

All items of the type or design tests shall be conducted or inspected by the acknowledged testing 

laboratories/institutes as following:  

(1) Laboratories/institutes which are members of the Short-circuit Testing Liaison (STL) or independent 

laboratories/institutes which are accredited according to TIS 17025 or ISO/IEC 17025 with the scope of 

accreditation covered the relevant test items, standards and equipment. The certification and scope of 

accreditation of the independent laboratories/institutes shall be submitted with the bid for consideration. 

(2) Thailand�s national laboratories, institutes, universities and electric utilities, as follows:  

- National Metal and Materials Technology Center (MTEC)  

- Electrical and Electronic Products Testing Center (PTEC)  

- Thai Industrial Standards Institute (TISI)  

- Electrical and Electronics Institute (EEI)  

- Department of Science Service (DSS)  

- Testing Laboratory, Electrical Engineering Department, Faculty of Engineering, Chulalongkorn 

University  

- Electricity Generating Authority of Thailand (EGAT)  

- Metropolitan Electricity Authority (MEA)  

- Provincial Electricity Authority (PEA)  

- Other laboratories, institutes, universities or electric utilities approved by PEA 
 

In case of the foreign manufacturers have experience of more than twenty (20) years in design, manufacture 

and sell such the proposed equipment for using in equal to or higher than system voltages of the proposed 

equipment, PEA will accept type or design test reports conducted by the manufacturer�s laboratory or other 

independent laboratories without qualification mentioned in (1) or (2). Documents showing the 

manufacturer�s experience such as reference list shall be submitted with the bid for consideration. 
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The bidders or manufacturers who prefer to carry out the type or design tests of the proposed equipment by 

the laboratories or by the manufacturer themselves without the qualification mentioned above, the detail of 

the test facilities of the laboratories or the manufacturer shall be submitted to PEA for approval before 

proceeding the tests and before the bid closing date. PEA reserves the right to send representatives to inspect 

and witness the tests with the cost of the bidders or manufacturers. 
 

The type or design test reports done by the laboratories in Thailand or local manufacturers shall be valid 

within five (5) years counted from the issued date in the test report to the bid closing date.  
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